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Ürün Güvenliği Talimatları

Products: MicroTrac; MicroVision Cooling Tower; MicroVision Timer; MicroVision Boiler Controllers
Model No. Cooling tower controller models: MVS1YZ-X or MVS2YZ-X, where Y can be P or X; where Z can be A, B,

C, D, F or X and X is a Suffix Code and can be any alphanumeric character, up to 11 alphanumeric characters
overall; MicroVision Timer models: MVT1YZ-X or MVT2YZ-X, where Y can be P or X; where Z can be A, B,
C, D, F or X and X is a Suffix Code and can be any alphanumeric character, up to 9 alphanumeric characters
overall; Boiler controller models: MVBX Y E Z O L X or MVBX Y E Z O L X, where Y can be P or C; where
E can be H or Blank;  where Z can be A, B, C, D, E, F or X; where O can be X or S; where L can be 3 digit
cable length; and X is a Suffix Code and can be any alphanumeric character, up to 9 alphanumeric characters
overall; MicroTrac models: MTC 1 Y S Z X or MTC 2 Y S Z X, where Y can be X, L or P; where S can be X
or T; where Z can be A, B, F, L or X; and X = Suffix Code, and can be any alphanumeric character, up to 11
alphanumeric characters overall, not safety related.

Giriş güç kablosunu güç kaynağından ürünün muhafaza açmadan önce kesilmelidir.

Denetleyicisi tüm uygulanabilir elektrik kodları uygun olarak kablolu olabilir.

Giriş gücü 230VAC, tek fazlı olmalıdır.

Eğitimli servis personeli yerel kodları uygun olarak tüm elektrik bağlantılarını yapmak için gerekli olan.  Bu
ürünü hiçbir işleci onarabileceği parçalar içerir.

Herhangi bir geçiş bağlantı Monofaze olmalı ve ürün için giriş gerilimi olarak aynı gerilim için dekor bağlı
aygıtları. (e. g. 230VAC ürünleri sadece bağlı aygıtları 230VAC geçişi destekler).

Giriş güç kablosunu, ürünün kasa açma ve elektrik herhangi bir bağlantı yapmadan önce güç kaynağından
kesilmelidir.

Yedek sigortaları aşağıda belirtilen derecelendirme eşleştiğinden emin olun.   Sigorta başvuru: F1 & F2 tipi:
5A, IEC 60127-2 • 250 VAC • gecikme süresi T Sigorta onaylanmış ve aynı türü olarak özgün olmalıdır.

Denetleyici (yani, kendi kablolama, devre kesici, vb..) bir özel güç şube bağlanması gerekir.

Bir anahtarı ve şalter, birimin bağlantısını kesmeden aygıtı olarak işaretlenmiş yükleme de dahil edilmelidir.
Ünite birbirine yakın olmalı ve kullanıcı tarafından kolayca ulaşılabilir.

Panel montaj donanım 12 kilo verdim desteklemelidir.  Delik konumları için ürün kılavuzu montaj deliği
desene bakın.

Aletin ek koruma için aşırı gerilim koruyucu kullanılması önerilir.
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Dimensions

Custom Engineered Designs –
Pre-Engineered Systems

Series C

Engineering Data
Pump Head Materials Available: GFPPL

PVC
PVDF
316 SS

Diaphragm: PTFE-faced Hypalon-backed
Check Valves Materials Available:

Seats/O-Rings: PTFE
Hypalon
Viton

Balls: Ceramic
PTFE
316 SS
Alloy C

Fittings Materials Available: GFPPL
PVC
PVDF

Bleed Valve: Same as fitting and check valve
selected, except 316SS

Injection Valve & Foot Valve Assy: Same as fitting and check valve
selected

Tubing: Clear PVC
White PE

Important: Material Code - GFPPL=Glass-filled Polypropylene,
PVC=Polyvinyl Chloride, PE=Polyethylene, PVDF=Polyvinylidene
Fluoride, H=Hypalon like material. Viton is a registered trademarks of E.I.
DuPont Company. PVC wettend and recommended for sodium
hypochlorite.

Pre-Engineered Systems
Pulsafeeder’s Pre-Engineered Systems
are designed to provide complete
chemical feed solutions for all electronic
metering applications. From stand alone
simplex pH control applications to full-
featured, redundant sodium hypochlorite
disinfection metering, these rugged
fabricated assemblies offer turn-key
simplicity and industrial-grade durability.
The UV-stabilized, high-grade HDPE
frame offers maximum chemical
compatibility and structural rigidity. Each
system is factory assembled and
hydrostatically tested prior to shipment.
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